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The Recycler Ring long combined function magnets incorporate a built in sextupole
component that is designed to reduce the chromaticity of the ring to -5 in each plane. The
purpose of this note is to specify a sextupole correction system that will allow adjustment of the
operational chromaticity to +5 in each plane.

The contribution to the chromaticity from two families of sextupoles, one denoted "F" and

one denoted "D", is

{Afﬂ =A(B"L)g + B(B"L)p
Aéy =C(B"L)p + D(B"L)p

where (B"L)F and (B"L)D are the strengths of the sextupoles within each family and the
coefficients A,B,C, and D are given by:

A= B=
J 4]7(3 )%ﬁHﬂH 4]7(3 )%IBH”H
€= 4n(B )%'BV”H b= 477(B )%ﬁV”H

Here (Bp) is the magnetic rigidity and the sums are over all elements within a given family as

indicated. The coefficients are calculated assuming that all sextupoles within the F family are at
focusing gradient magnets (BH=55 m, By=11 m, N=2m) and within the D family are at

defocusing gradient magnets (BH=11 m, By=55 m, N=1m). The required total sextupole strength

within a given family can then be calculated and is given in Table 1.



Table 1: Required sextupole strengths to provide a change in chromaticity as indicated in the left
two columns. F and D refer to the two families and N(B"L) is the number of magnets in the

family times the strength of each magnet in the family.

AEH ALy NF(B"L)F (kG/m) ND(B"L)D (kG/m)
+10 0 354 -708
0 +10 71 -141
+10 +10 424 -849

The Main Injector sextupole can run DC at a current of 180 A, and provides a total strength
of B"L=729 kG/m at this current. The strength indicated in Table 1 can be more than

accommodated by providing two Main Injector sextupoles in each family.

Conclusion

It is proposed to provide chromaticity adjustment through two families of sextupoles in the
Recycler Ring. Each family should consist of two Main Injector sextupoles run in series with the
same polarity. The two sextupole magnets in a family should be separated by 1809 of phase

advance (two cells) in order to minimize third order resonance driving terms. A power supply
capability of 100 A would provide adjustment up to ({H,§ V)=(+5,+5), while a 150 A capability

would allow adjustment up to (§H,§ V)=(+9,19).



